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Drill Pilot Bit 3/8" Bit

Ratchet 10mm Socket 7/16" Socket 1/2" Socket

Wrenches 7/16" 1/2"

TACOMA Behind the Seat Molle Panels

2nd & 3rd Gen Installation Instructions

(2) 6mm x 50mm Bolts

(6) 6mm Washers

(6) 6mm Lock Washers

Hardware List

(2) 1" Aluminum Spacers

(4) 6mm x 30mm Bolts

(2) 1/4" Bolts

(2) 1/4' Lock Washers

(2) 1/4" Nuts

(1) 5/16" Bolt

(4) 5/16" Washers

(1) 5/16" Lock Washer

(1) 5/16" Nut

Tools Needed
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Using Hardware ⑥, ⑦, and ⑧ attach the two panels for the passenger side together. You will need 

the 7/16" socket and 7/16" wrench. Lay the panels on a flat surface, allowing the front tab to 

overhang so that the panels sit flat. Do not overtighten, as this will result in the panels being bowed. 

(They will bow slightly, but straighten out once installed).

Using a 10mm socket, remove the 6 bolts holding the plastic compartments in place.



Install the passenger side panel. Slide ② and ③ on to bolt ① and place through the hole on the 

bottom. Slide the spacer over the bolt on to the back side of the panel and thread in to place. Slide ② 

and ③ on to bolt ⑤and install in the top left hole and then once again for the top right hole. Mark 

the hole for the tab on the bottom right side. Ensure the panel is flat- you may need to pull the 

bottom right corner out a little to make it even. You can drill with the panel in place, but it is 

recommended to remove it. Drill the pilot hole, and then the 3/8" hole. Reinstall the panel- use 

hardware ⑨, ⑩, ⑪, and ⑫. There are 2 extra washers (⑩) that may be used to shim between the 

tab and compartment if needed. 

Reinstall the compartment behind the driver's side seat by pushing back in to place. Slide ② and ③ 

on to bolt ① and place through the hole on the bottom. Slide the spacer over the bolt on to the back 

side of the panel and thread in to place. Slide ② and ③ on to bolt ⑤and install in the top left hole 

and then once again for the top right hole.

Pull firmly on the driver's side compartment to remove it. There are several plastic tabs holding it in 

place. 



Reinstall the compartment behind the driver's side seat by pushing back in to place. Slide ② and ③ 

on to bolt ① and place through the hole on the bottom. Slide the spacer over the bolt on to the back 

side of the panel and thread in to place. Slide ② and ③ on to bolt ⑤and install in the top left hole 

and then once again for the top right hole.


